
DT610 & DT610-3
DUMP TRAILERS

DT610 - Rear Dump DT610-3 - Three Way Dump
14,000 lbs. telescopic cylinder
converts into a flatbed
automatic tailgate

Change from rear to side
dumping is easy with
hydraulic valve.



www.atherrien.com

DT610 & DT610-3 DUMP TRAILERS

The Therrien Dump Trailers are a useful tool 
for every golf course superintendent and con-
tractor. An essential for renovating greens, 
tees, bunkers and for working on irrigation 
projects. These trailers haul big loads on 
walking axles making them extremely gentle 
on your fine turf areas. DT608/DT608-3 6’ X 
8’ trailers are also available in configurations.

DT610 DT610-3

Trailer 
Capacity

Level Filled: 2.4 Cubic Yards•	
Heaped: With side extensions – 3.33 Cubic Yards•	
Carrying Capacity: 14, 000 lbs.•	

Level Filled: 2.4 Cubic Yards•	
Carrying Capacity: 14,000 lbs.•	

Axles/Con-
figuration

Walking Axles: 4 Turf tires follow ground contours. •	
Gentle even on highly undulating terrain.
Linear Axle Configuration: Tires are on a linear axis to •	
eliminate tearing off the turf when turning.

Walking Axles: 4 Turf tires follow ground con-•	
tours. Gentle even on highly undulating terrain.
Linear Axle Configuration: Tires are on a linear •	
axis to eliminate tearing of the turf when turn-
ing.

General Description: Rear dump with three feet of rear over-•	
hang.
Tailgate: Automatic tailgate release adjustable chains •	
for metered spreading.
Side Extension Pockets: Standard, allow user to in-•	
crease trailer capacity with wooden inserts.
Sides: Flip down sides•	
Tractor: Plug-in tractor hydraulics for dumping. Mini-•	
mum 45 HP recommended.
Box Construction: 3/16” steel plate bottom for •	
strength.
Box Dimensions: L-120” W-72” H- 13”•	
Dump Cylinder: Single action telescopic cylinder,•	
Brakes: Electric brakes ( optional )•	
Weight: 2820 lbs,•	
Tires: (4) 26X12.00-12 8 ply.•	

Description: Three-way dump. Conversion from •	
rear to side dumping by hydraulic diverted 
valve.
Three frame design to prevent pins getting mis-•	
placed in opposite corners.
Tailgate: Handle release with adjustable chains •	
for metered dumping.
Sides: Stainless steel release latches. Five hing-•	
es for strength.
Removable Sides: Easy on/off design.•	
Tractor: Plug-in tractor hydraulics for dumping. •	
Minimum 45 HP recommended.
Box Construction: 3/16” plate steel bottom for •	
strength.
Box Dimensions: L-120” W-72” H- 13”•	
Dumping System: 14,000 lbs. capacity single •	
action telescoping for rear dump.
double-action hydraulic system for side dump.•	
Brakes: Electric brakes ( optional )•	
Weight: 3450 lbs,•	
Tires: (4) 26X12.00-12 8 ply.•	

Warranty One year limited warranty
THREE WAY DUMP

REAR DUMP

Custom sizes available.
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