
POWER BLOW
Leaf & Debris Blower

Four sizes for tractors 15 to 45 HP
Drive system: PTO with “No adjust”  
Quad Powerband belt
Impeller: Precision welded and balanced
Anti-Scalp Protection: Standard
Performance: 10,000 to 15,000 CFM, depending on Model
TURF ROLLER OR CASTERS AVAILABLE



POWER BLOW Leaf & Debris Blower

Therrien Leaf & Debris Blowers generate more 
air with less noise. Precision manufacturing 
increases air flow and reduces the noise typi-
cally associated with 3-point hitch blowers.

3 AIR-FLOW CHUTE MODELS

POWER BLOW 150 POWER BLOW 200 POWER BLOW 350 POWER BLOW 450

Impeller 
speed

2021 RPM at a PTO speed of 540 RPM•	

Air Flow Minimum •	 XX CFM (To be confirmed)
XX•	  MPH Wind Speed. (To be confirmed)

Tractor 
recommen-
dation

Minimum 15 PTO HP •	
PTO: 540 RPM•	
3 Point Hitch: Cat 1•	

Minimum 20 PTO HP •	
PTO: 540 RPM•	
3 Point Hitch: Cat 1•	

Minimum 35 PTO HP •	
PTO: 540 RPM•	
3 Point Hitch: Cat 1•	

Minimum 45 PTO HP •	
PTO: 540 RPM•	
3 Point Hitch: Cat 1•	

Fan 8 bladed fan, 31” diam., 3/16” plate for the housing•	

Drive 4 Belts, PTO driven, with constant tensioning for easy maintenance and improves performance•	

General Turf protection: rounded base with full width anti-scuff rear roller•	
Weight: 530 pnds•	
Dimensions: L-35” X W-37” X H-41”•	
Lift Ring: Standard•	
PTO Shaft: Included•	
Air-Flow Chute: Optional ( redirects air-flow 180 degrees)•	
Safety Grill: Shield discharge opening•	

Warranty One year limited warranty

380, Principale
St-Nazaire, Qc, Canada
J0H 1V0

Tel.:  819 392-2846
Fax.: 819 392-2888
Email: atherrien@cooptel.qc.ca

Therrien & fils inc.

MANUAL CHUTE HIGHWAY CHUTE WITH HYDRAULIC
ADJUSTED DEFLECTOR

HYDRAULIC CHUTE

www.atherrien.com


