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VAG 320 SWEEPER VAC

FOR YOUR TOUGHEST CLEAN-UP JOBS.

The 13.3 cubic yards capacity. Therrien Vac
320 combines a manual rubber finger pick-
up unit with a high volume & velocity vacuum
system to efficiently remove leaves and de-
bris from fine turf areas. The 320 is built to
last with stainless steel lined impeller hous-
ing, rectangular tube steel construction and a
galvanized steel hopper.
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OPTIONAL SUCTION HOSE
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Capacity: 13.3 Cubic yards (86” X 54” X 132”).

Construction: Galvanized steel to resist corrosion.

Tapered Sides: Allows debris to load without compressing against the hopper walls for clean dumping.
Dump System: Hydraulic dump with automatic opening rear door. Unique shape helps box dump cleanly.
Horizontal duct dumps with box to prevent clogging. Sight window allows operator to monitor load.

General: 84”, 120” or 144” pick-up width with 4 rows of sweeping fingers (184 to 228 total).
Anti-scalp turf protector rollers.

Sweeping Fingers: Steel braided to resist wear.

Height System: Infinitely adjustable with 3 - 6” wheels.

Access Panels: (4) Removable panels for easy access and cleaning.

Drive System: Hydraulic with quick couplers for easy disconnecting.

Lift/Lower: Rotating hydraulic system gently lifts the pick-up Unit for easy transportation.

Construction: 3/8” steel, 35” diameter, PTO driven (540 RPM).
Blades: Curved to improve efficiency and wear characteristics.
¢ Blade Reinforcement: Robust gussets to add strength.

e Lining: Stainless steel, increases Rockwell hardness from 18 to 84.
Accessibility/ Clean Out: Easy access from the top for cleaning. Fitted with an oversized drain plug.

e Tires: 4 —29 x14.00 x 15 6 PLY Turf tires.

Weight: 5000 Ibs
Impeller Drive: 3 belts.
Noise Level: 91 DBA.
Hitch/Jack Stand: Pin hitch with variable heights for different tractors. Remote storage point for jack stand :
and PTO. ;
Frame: Rectangular steel tubing, reinforced throughout for strength.

Grease Points: Remote fittings with clear markings .

Tractor Requirements: 5 GPM minimum double plug-in hydraulics and 30 PTO H.P. minimum.
Brakes: Electric brakes ( optional )

Size: 12'6” x 8” with aluminium nozzle and double grip handles.

Operation: Full power is delivered to the hose for maximum suction force (Hose is isolated from pick-up
Unit).

Safety: Side bracket isolates operator from impeller fan for safety.

Storage: Hose is stored on the Vac when not in use for efficiency.
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